
fyi:FCT/ Technical

OUTLET
(Opening: 24” Max.)

SYSTEM HOUSING

INLET
(Opening: 
24” Max.)

ANTI-FLOTATION 
BAND

(Typical)

NET FRAME
(Net not shown for 
clarity)

ACCESS OPENING
(Riser to grade as required)

NET FRAME GUIDE RAILS
(Typical)

HINGED 
PROCESS
SCREEN

ANTI-FLOTATION 
BAND

(Typical)

• Sized for outfall pipes up to 24 inches - ideal for small 
    stormwater, CSO and LID applications.
• Uses rotomolded HDPE chamber for capture 
    apparatus and net assembly.
• Design allows smoother hydraulic shapes for lower 
    head loss.
• Factory installed couplings mate with existing pipe for 
    quicker on-site installation.
• Lighter weight: 750 lbs.
• Easier and more economical to install.
• Sleek Design: 8’L x 3.5’W x 3.5’H with a 3-foot wide 
    top mounted access hatch.
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NET CAPTURE SYSTEM



   •  TRASHMASTER   systems are designed and manufactured to give a life expectancy in    
      excess of 25 years.

   •  The hinged grating above the net is constructed of stainless steel for long life and durability.

   •  The disposable mesh nets are a knotless woven synthetic material produced to meet        
      Fresh Creek proprietary specifications. A range of mesh openings are available to meet    
      specific requirements. Heavier duty materials and a range of apertures are also available  
      for more severe conditions. 

Installation Requirements
      One major benefit of the TRASHMASTER   systems is their ease of installation. The    
      prefabricated, modular nature of the systems reduces on site installation time and costs.   
      Typical systems are installed in one day.
      Installation requires a backhoe or small crane with the appropriate lifting capacity and       
      normal hand tools. Since the systems do not use power, there is no need to install       
      electrical or hydraulic power at the site.

1425 Pompton Ave. Suite 1-2
Cedar Grove, NJ 07009
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Detailed specifications for all of our Netting TrashTrap® systems and TRASHMASTER    Net Capture 
Systems are available by contacting Fresh Creek Technologies or visiting our website at                 
                                                             www.freshcreek.com.
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•  The systems are designed to handle flow velocities up  
    to 5 feet per second at the mouth of the nets and up to 
    5 cubic feet per second (CFS) of flow. 

•  Data from US EPA sponsored demonstration projects   
    documented trash and floatables capture above 99%. 
•  Stainless steel or hot dipped galvanized steel is used for 
    internal structural members welded to ASTMstandards.
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     •  Servicing is done by replacing the disposable nets following wet weather events 
     •  Historical records of net changes will determine whether sufficient quantities of trash and    
        floatables have been captured to require changing. This is determined by periodic visual    
        inspection.  
         In most cases, systems are serviced by hand or with a small hoist with the capacity to lift a 
        maximum weight 200 pounds and a mobil container to remove the filled net.   
     •  Good safety practice requires a minimum crew of two people. 
     •  Change out can usually be completed quickly in as little as 15  minutes. 
     •  The filled nets are disposed of at a licensed landfill.
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